
DOOR DESIGNS | TRIMLITE    1

FIBERGLASS FLUSH  
GLAZED COLLECTION 

www. t r im l i t e .com
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Our Nova Series features direct glazed glass that creates a seamless 

and elegant design. The large pane glass (LoE 272) allows the most 

amount of light into your home. Nova comes in a craftsman profile 

and is currently available in Smooth and Fir Grain.

NOVA SERIES
DIRECT GLAZED
6’8” or 8’0” FULL LITE DOOR

AVAILABLE WIDTHS
2’0”  •  2’6”  •  2’8”  •  3’0”

DRS1DL /  1D80L DRF1DL /  1D80L
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COMPOSITE STILE CAP

FULL LENGTH LVL (Hinge & Str ike s ide,  for  extra  r ig id i ty ) 

INSULATED 3/4” GLASS (LoE 272)

COMPRESSION MOLDED FIBERGLASS SKIN

LEAK PROTECTION GLAZING TAPE

INTEGRALLY MOLDED GLASS STOP

HIGH INSULATION RIGID FOAM

ADA COMPLIANT BOTTOM RAIL 

COMPOSITE BOTTOM CAP

FEATURES & BENEFITS
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NEW DIRECT GLAZED DRS1D

Our Nova Series features direct glazed glass that creates a 

seamless and elegant design. The large pane glass (LoE 272) 

allows the most amount of light into your home. Nova comes in a 

craftsman profile and is currently available in Smooth and Fir Grain.

Heights: 6'8", 8'0"
Widths:   2'6", 2'8", 3'0"
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FLUSH GLAZED DRS10 SERIES

DRS10 Smooth Flush Glazed

SLS10DRS10 DRS12

Heights: 6'8", 7'0", 8'0"
Widths:   1'0", 1'2" (sidelites), 2'0", 2'4", 2'6", 2'8", 2'10", 3'0", 3'6" 

Retro Sizes Available.

DRG10 Oak Woodgrain Flush Glazed

DRG12SLG10DRG10

Heights: 6'8", 8'0"
Widths:   1'0", 1'2" (sidelites), 2'6", 2'8", 3'0"

Our Flush Glazed Series complements our direct glazed door. The Flush Glazed Series offers removable beads to fit  
either 5/8" or 1" glass sizes, allowing for a multitude of glass designs. The flush glazed profile balances contemporary  
and traditional design, allowing for an industry-leading number of glass designs.

FEATURE & BENEFITS

1  COMPOSITE STILES AND RAILS

2  FULL LENGTH LVL (HINGE AND STRIKE SIDE FOR EXTRA RIGIDITY)

3   OPEN DOORS COME ABLE TO ACCEPT INSULATED GLASS AT 
5/8" OR 1" THICK FOR ADDED VERSATILITY. TRIPLE GLAZE IG 
UNITS PROVIDE THE BENEFIT OF ADDED ENERGY EFFICIENCY

4  REMOVABLE FLUSH GLAZED BEAD

5  100% CFC CORE

6  SMOOTH OR WOODGRAIN FIBERGLASS DOORS AND SIDELITES

7  OPTIONAL 1-1/2" SDL OR 4-1/2" APPLIED MULLION BARS

8   DURABLE ALL-WEATHER COMPOSITE TOP & BOTTOM RAILS &  
FULL-LENGTH COMPOSITE STILES TO PREVENT WATER INFILTRATION
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Door:  3'0"x 6'8" Flush Glazed Oak 
Woodgrain DRG10

Glass:  2767 Low-E Glass with Shadow 
Bars and 10-Lite SDL Bars
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Chords   8 Cross Reed   8

Rain   9 Rooftop   8

Satin Etch/ Sandblast   9Sable   8

Diffused White Laminate 10 Narrow Reed   8

We offer a wide selection of textured and decorative glass designs for your Flush Glazed Door. From clear to obscure,  
we have options that will suit your project. Any of these glass designs below will work with a 5/8" or 1" thick insulated 
glass. Contact us if you see don’t see a glass option you like and we can help you design the door of your dreams.

TEXTURED & DECORATIVE GLASS DESIGNS

Door: 3'0"x 6'8" Smooth Flush Glazed DRS10
Glass: 2767 Sullivan Decorative Design



     FEATURE & BENEFITS

• BLINDS BETWEEN GLASS REQUIRE NO 
DUSTING

• NO EXPOSED CORDS

• ONE CONTROL SYSTEM PROVIDES RAISE/
LOWER AND TILT OPTIONS IN ONE EASY 
OPERATOR DESIGN

• AVAILABLE IN LOW-E ONLY

FLUSH GLAZED DRS10 MINIBLIND AND ENERGY EFFICIENT 1-LITE OPTIONS | TRIMLITE    5

Trimlite offers a comprehensive program that complements our textured and decorative glass offering. The Flush Glazed 
Door features Cardinal glass, which enables us to target specific energy, sound, and grids between glass (GBG) options. 
In addition, we offer miniblinds in any of our Flush Glazed sizes. Our glass program meets the needs of any job. 

FLUSH GLAZED MINIBLIND & ENERGY  
EFFICIENT DOORLITE OPTIONS

DRS10BDRS10B

Need more performance in your doorlite…  
Consider Cardinal Glass

Trimlite uses Cardinal Glass for all of our Flush Glazed One-Lite Doors. 

Cardinal Glass offers:
• Energy Efficient Options to Meet the Most Stringent Energy Codes
• Triple Glazing
• Additional Air Fill Options
• Custom Pane Options
• STC Rated Glass to Reduce Outside Noise
• Custom Internal Grid Options and Patterns

We can work with you to find the right option for you. No one else can offer 
similar energy efficient glass or specialty glass options.

Door: 3068 DRS10
Glass: 2267 with White Internal Grids

Door:  3'0"x 8'0" Smooth Flush 
Glazed DRS10

Glass: 2680 Flush Glazed Miniblind
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     FEATURE & BENEFITS

• FACTORY APPLIED FOR EVEN REVEAL

• ALUMINUM BARS WILL NOT SHRINK

• CUSTOM GLASS OPTIONS FOR FLUSH GLAZED DOOR

• 4.5” MULLION WIDTH

Give your door an added edge with our new Applied Mullion Bars. Our Applied Mullions modernize the Flush Glazed 
door. We provide a variety of glass designs on page 4 that offer obscurity and contemporary style. We factory apply 
these bars to provide a consistent reveal and appearance every time. We offer 7 standard applied mullion designs –  
or design your own configuration.

APPLIED MULLION OPTIONS

2-Lite 3-Lite 4-Lite 5-Lite 6-Lite 2-Lite Vertical 3-Lite Vertical

Door:  3'0"x 6'8" Smooth Flush 
Glazed DRS10

Glass:  2767 Low-E Glass with 
4-Lite Applied Mullion Bars



Door:  3'0"x 6'8" Flush Glazed 
Oak Woodgrain DRG10

Glass:  2767 Low-E Glass with 
10-Lite SDL Bars
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Create your own pattern choice with our SDL bars. Our factory applied 1-1/4" Colonial SDL Bars complement any 
full lite flush-glazed Plastpro doors. We provide 23 unique options in Smooth White or Tan Woodgrain that can 
make your entry modern or traditional.

COLONIAL SDL OPTIONS

Flushed-Glazed with Simulated Divided Lites

Insulated Glass

100% CFC Free Foam Core 

Provides Superior Thermal Performance 

Applied SDL Bars

Internal Shadow Bar

(Optional)

Flush-Glazed Bead

Durable All-Weather Composite Top & Bottom Rails

& Full-Length Composite Stiles 
to Prevent Water In�ltration

4L 6L 8L 9L 10L 12L 15L 3LV 4LV 5LV 9LQA

3LC 4LC 5LCS 7LC 11LCM 13LM9LCM 11LM 3SLV 4SLV 5SLV 6SLQA

Fiberglass Door and Sidelite SDL Configurations

FEATURE & BENEFITS

1   DUAL PANE ENERGY - EFFICIENT INSULATED GLASS

2  INTERNAL SHADOW BAR (OPTIONAL)

3   FACTORY APPLIED 1-1/4" COLONIAL SDL BARS

4  FLUSH-GLAZED BEAD

5   100% CFC FREE FOAM CORE PROVIDES 
SUPERIOR THERMAL PERFORMANCE

6   DURABLE ALL-WEATHER COMPOSITE TOP & 
BOTTOM RAILS & FULL-LENGTH COMPOSITE 
STILES TO PREVENT WATER INFILTRATION



info@trimlite.com
www.trimlite.com

EAST
BURLINGTON, ON   
T 905.335.1559
TF 888.335.1559
F 905.335.6464

EAST 
ASHTABULA, OH   
TF 800.929.3371

WEST
SURREY, BC  
T  604.533.4111
TF  877.933.4111
F  604.533.2026

WEST
RENTON, WA 
T  425.251.8685
TF  800.929.3371
F  425.251.8999

Canada USA

DEALER STAMP
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